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Spare Parts: 

Descrip3on  Rictchie Part No. 

Linkage pin PINLOW1960 

Lynch pin LYNCHPIN1/4 

Locking pin 1960SR-A05 

spring SPRINGLE148J08M 

Item 

1 

2 

3 

4 

1 

2 

3 

4 
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Maintenance: 

Although the Transport Box has been designed to be low maintenance. The        

following points should be noted: 

 

 Check all of the fasteners to ensure none have come loose over %me. 

 Ensure all hinge point are greased regularly. 

 If any parts are worn or damaged replace immediately before using again. 

 Ensure all warning s%ckers are kept clean and in good condi%on. 

 David Ritchies will not be held accountable for any damages or injuries 

caused by unauthorised repairs, altera%ons or misuse of the Transport Box. 

 

Note:  Before any maintenance the tractor should be powered off, the handbrake 

 applied and the igni3on key removed. The Transport Box should             

 appropriately supported / propped up before star3ng. 
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Safety Notes & Warnings: 

 All personnel who are to be involved with the opera%on and maintenance of 

the Transport Box. Must have read and understood the Operator Instruc%on   

Manual, before a*emp%ng to work on or use of the Transport Box. 

 The health and safety of the operator is paramount while opera%ng the 

Transport Box. 

 Anyone within the vicinity, must observe a safe distance of 3m from the 

Transport Box, whilst it is being moved. 

 Incorrect use or mishandling of the Transport Box can lead to injury of the 

operator, other persons or animals, and/or damage to the Transport Box 

itself. 

 Ensure that the Transport Box is correctly and securely a*ached to the back 

of tractor. 

 Detaching the Transport Box requires extra care. Always ensure that the 

tractor is stable, posi%oned on safe and level ground before removal. 

 Never operate the tractor and Transport Box on ground where it will cause 

the tractor to become unstable. For example on sloping ground. 

 Do not a*empt to move the Transport Box manually. 

 Keep hands and limbs well away from the moving parts of the Transport Box 

and also from between the hitch and the main Transport Box body. 

 Do not a*ach the Transport Box to a tractor which would become unstable 

when using the Transport Box at full capacity. Note max loads for tractor. 

 The Transport Box should not be used under any circumstance as a means of 

personal transport. It is unsuitable for safe transporta%on of passengers. 
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Transport Box tripped 

Fig 1 

3 point linkage 

Fig 2 

Handles 

Door 

Lynch pin 
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Using the Transport Box: 

1) Ensure that the Transport Box is correctly and securely fi*ed to the tractor 

before opera%ng 

2) LiD the Transport Box off the ground using the tractors liD arms. 

3) The trip mechanism on the Transport Box can be ac%vated by pulling the 

rope to trip the box / empty a load. 

4) To reset the Transport Box back to its fixed posi%on. Simply drop the 

Transport Box to ground level, where the trip mechanism will automa%cally 

reset. Fig 1. 

 

Note:  Always ensure that the tripping mechanism has returned to its lock         

 posi3on , before reusing a>er 3pping. 

 

5) When removing the Transport Box from the tractor. Steps 2-5 in the 

‘A*aching the Transport Box:’ sec%on should be repeated in reverse order. 

Making sure to set the Transport Box on level ground. 

6) The door can be removed by taking off the 2 lynchpins holding it closed. Tilt 

the door slightly forward (so its clear of the lugs) and liD up from the main 

box. RefiJng the door is just the reverse of removal.  

 Using the handles on the door will prevent any accidental pinching of hands 

 and fingers. Fig 2 
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Introduc3on and Intended Use: 

The Ritchie Transport Box is a mul%purpose accessory. From carrying tools,     

equipment, feed bags etc. to scraping using the leading edge. The transport box is a 

versa%le addi%on for any farmer. 

The Transport Box has a removable door. 

A leading edge for scraping. 

Trip catch from cab to transport Box. 

Suitable for cat 1 & 2 linkage. 

Fully hot dip galvanised. 

Devia3ons from the intended use should not take place without the no3ce and 

approval of David Ritchie (Implements) Ltd. 

 

Specifica3ons: 

1960MR   

Ext Length main box .......... 1518mm (5D)   

Ext Width main box............ 1052mm   

Ext Height main box ........... 633mm   

Weight (unloaded) ............. 207Kg    

Weight (capacity) …………….. 700Kg    

Weight (combined) ………….. 907Kg    
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AAaching the Transport Box: 

1) Ensure all safety notes have been read and understood before a*aching or 

using the Transport Box. 

2) Ensure the Transport Box is posi%oned on level ground and that there are no 

obstruc%ons to impede access to the 3 point linkage. 

3) Carefully reverse the tractor un%l the arms are in the correct posi%on to 

a*ach to the Transport Box.  

4) A*ach the arm linkages to the Transport Box first. Then adjust the top link to 

the desired length and a*ach to the tractor and the Transport Box. 

5) Ensure the tripping rope is anchored so that it can be easily reached by the 

operator. i.e. near to the back window of the tractor, within arms reach. 

 

Note:  The tripping rope should be in good condi3on and not frayed or damaged. 

 If any damage is evident the rope should be be replaced immediately. 


